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USER MANUAL

ES Series ΙΙ
ln order to prevent improper operation before use, please carefully read this manual.





L i th ium lon Ba t te ry

Model 

Normal Energy

Rated Voltage

Normal Capacity

Recommend Charge&Discharge

Communication

Cycle Life

Modules Connection

Working Temperature Range

Ingress Protection

ES-15.36L

15.36KWH

51.2V

300AH

CAN&RS485

1~16 in parallel 

-10~55°C

IP21

120A

≥6000@25°C,80%DOD

L i th ium lon Ba t te ry

Model 

Normal Energy

Rated Voltage

Normal Capacity

Recommend Charge&Discharge

Communication

Cycle Life

Modules Connection

Working Temperature Range

Ingress Protection

ES-17.92L

17.92KWH

51.2V

350AH

CAN&RS485

1~16 in parallel 
-10~55°C

IP21

150A

≥6000@25°C,80%DOD

ES-17.92L

17.92KWH

350Ah

51.2V

150A

200A

717×640×265MM

117KG

ES-15.36L

15.36KWH

300Ah

51.2V

120A

150A

575×640×265MM

93KG
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Power Breaker

LCD Display

ADD

CAN Communication

RS485 Communication

BAT+

BAT-

Power Switch

Handle

Wall mount
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USER MANUAL

ES Series ΙΙ
ln order to prevent improper operation before use, please carefully read thismanual.
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